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Ref. Nowsonpryornsns PArya/SEAC/33TS201SDD(Y) Date: QY June, 2016
Sab:  Environmental Clearance for Group Housing Project “Delbi Height™ at Sector-14, T.H.A.,

Kaushambi, Ghaziabad, M/ Jai Kishan SVP JV.
Dzar Sir,

Please refer to your applicationTetter dated 31082015 addressed 1o the Secretary,
SEAU/Directorate of Environment, LLP., Lucknow on the subject as sbove, The matter was considered by
the /State Level Expert Appraisal Committes in its meeting dated 13/05/20)6,

A presentation was made by Mr. Sanjeev Sharma, |7, Kiren Enclave, GT Road Gihaziabad,
authorized representative of project propenent along with their consultant M/s Ind Tech House Consult.

The proponent, made presentation based on the documents submitted and informed the committes thet:-
The environmental clearance is sought for Group Housing Project "Delhi Height™ at Sector-14.

-

e

T.H.A., Kaushambi, (Fhaziabad. M/ Jai Kishan SVP IV,
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8. Parking details: N
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9. Solid waste generation details:
Taim] Wiesbe Generation .33 TPD

| Organic Waste Generation .20 TPD
E- Waste {ieneration - 2 KO Day T
Sludge Cieneration 17,45 K/Day
Hazordows Waste Generation (DG Waste Qi) 124) Lts' Annum

10, The praject proposal are covered under category 8"a" of EIA Notification, 2006,

Based on the recommendations. of the State Level Expert Appraisal Commitiee {mesting held on

| 3/D5/2016), the State Level Envirenment Impact Assessment Authority {(mesting held on 0806/2016) has
decided to grant the Environmental Clearance to the project subject to the effective implementation of the
following general and specific conditions:

A.

12.

13.

General Conditions;

- This environmental clearance does not create or verify any claim of applicant on the proposed

site/activity,

it shall be ensured that all stendards related o gmbient environmental quality and the
emission/effluent standards as preseribed by the MoEF are strictly complied with,

It ghall be ensured that obluin the no objection certificate from the U P pollution control board
befure start of construction.

It shall be ensured thal ne construction work or prepuration of land by the project management
except for securing the land is started on the project or the activity without the prior environmental
clearance.

The proposed fand use shall be in secordance to the prescribed land use. A land use certificate
issued by the competent Authurity shail be obtained in this regards.

All trees felling in the project area shall be as permitted by the forest department under the
preserbed rules. Suitable clearance in this regard shall be obtained from the competent Authority.
Impact of drainage pattern on environment should be provided.

Surface hydrology and water regime of the project area within |0 km should be provided.

A suitable plan for providing sheler, light and fuel, water and waste disposal for construction
labour during the construction phese shell be provided along with the number of proposed workers.

- Measures shall be undertaken to recycle and reuse treated efffuents for horticulture and plantation.

A suitable plan for waste water recyehng shall be submitted.

- Dbtain proper permission from competent authorities regarding enhanced traffic during and due to

construction and operation of project.

Obiain necessary cleamances from the competent Authority on the abstraction and use of ground
water during the construetion and operation phases.

Hazardousinflammable/Explogive materials likely w be stored during the construction and
operation phases shall be as per standard ; i prescribed under law, Mecessary clearanges

in this regards shall be abtained ﬁaﬁ magG 4
o’ “"@%
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Solid wastes shall be suitably segregated and disposed. A separate and jsolated municipal waste
collection center should be provided, Necessary plans should be submitted in this regards,

Suitable rainwater harvesting systems as per designs of groundwater department shall be installed
Complete proposals in this regard should be submitted.

The emissions and efMuents ete. from machines, Instruments and transport during construction and
operation phases should be according to the prescribed standards. Necessary plans in this regard
shall be submitted,

Water sprinkiers and other dust control measures should be undertaken to teke care of st
generated during the construction and operation phases. Necessary plans in this regard shall be
Submitted.

Surtable noise abatement measures shall be adopted during the construction and operation phases in
order 1o ensure that the noise emissions do not violate the prescribed ambienl noise standards,
Wecessary plans in this regard shall be submined.

. Separate stock piles shall be maintained for excavated top soil and the top soil should be utilized

for preparation of green belt.

- Sewsge effluents shall be kept separste from rain water collection and storage system and

separately dizposed. Other effluents should not be allowed to mix with domestic effiuents.

- Hazardous/Solid wastes generaled during construction and aperation phases should be disposed off

as prescribed under law, Necessary clearances in this regard shall be obtained,

Alemate technologies for solid waste disposals {like vermin-culiure etc.) should be used in

constltation with exper orpanizations,

- Mo wetland should be infringed during construction and operation phases. Any wetland Coming in

the project area should be suitably rejuvenated and conserved,

. Pavements shall be so constructed as to alfow infiltration of surface run-off of rain water Fully

impermeable pavements shall not be constructed. Construction of pavements around trees shall he
as per scientifically accepted principles in order to provide suitable watering, aeration and nutrition
to the ires,

. The Green building Concept suggesied by Indian Green Building Council, which is 2 part of ClI-

Godrej GBC, shall be studied and followed as for as possible,

. Compliance with the safety procedures, normms and guidalines as outlined in Mationa) Butlding

Code 2005 shall be compulsorily ensured.

- Ensure usage of doal Mush systems for Aush cisterns and explore options 10 use sensor based

fixtures, waterless urinals and other water saving technigues.

- Explore options for use of dual pipe plumbing for use of water with different qualities such as

miumi cipal supply, recycled water, ground water etc,

. Ensure use of measures for réducing water demand for landscaping and using xeriscaping, efficient

irrigation equipments & controlled watering systems.

- Make suitable provisions for using solar energy as alternative source of energy. Solar energy

application should be incorporated for illumination of commen ereas, lighting for gardens and
street lighting in addition to provision for solar water heating. Present a detailed repon showing
how much percentage of backup power for institution can be provided through solar energy so that
wse snd polluting effects of DG sets can be minimized.

Make separate provision for segregation, collection, transport and disposal of e-waste,

Edwecate citizens and other stake-holders by putting up hoardings at different places to create
environmental awareness. '

Traffic congestion near the entry and exit points from the roads adjoining the proposed project site
must be avoided. Parking should be fully internalized and no public space should be utilized.
Prepare and present disaster management plan,

The project proponents shall ensure that ne construction activity s undertaken without cbtaining
pre-environmental clearance,

A report on the energy conservation measures confinming to energd conservation norms finalize by
Bureau of Energy efficiency should be prepared inco ting defails about building materigls and
technology, R & U Factors ete. o




beneficiaries with their mobile nos.(address should be submitied alongwith six monthly compliance
TEpOILS.

15.  LEDs should be used in all common aress and corridors. 100% solar lighting is to be provided in the
cpen areas’ s13irs cases.

16, Parking guideline as per Development Authority should be followed. Parking for disabled persons
should be explored.

7. All entryfexit point shauld be bell mvouth shaped.

|8 To discharge excess treated waste water into public drainage system, permission from the competent
authority to be taken prior to any discharge,

19, 100 %% provision of Rain Water Harvesting is to be made. RWH shall be initially done only from the
roof top. RWH from green and other open areas shall be done only afier permission from CGWE.

20, An underground Puccs tank for collection/reuse of rain water may be constructed,

21, Height of the stack should be provided based on combined DiG sets capacity and be 6mt higher than
the tallest buiiding

22, Post project monitoring for air, water (surface + ground), Stack noise of DG, sets, STP 10 be carried
out as CPCB Guidelines.

. Crache o be provided during the construction/operation phase,

24, LIG & EWS housing to be provided as per U.P. Govt Orders and building bye laws.

25, Provision of separate room for senior citizen with proper amenities shall be made.

26, Protection shall be provided on the windows of the high rise flats for security of residents.

27, Unless and unmiil all the environmental isswes are sorled out the occupancy will be restricted and
would be only alfowed after achieving the Permission from the competent authority,

28, The project proponent shall ensure that the project site does not attract/infringe any buffer 2one of no
activity identifiedfdeclared under Baw,

29, For any extraction of ground water, prior permission from CGWB shall he taken.

30, Sprinkler to be used for curing and quenching and ready mix concrete may be used for construction.

31, Possibilities of use of reated waste water for irrigation purposes should be explored. Drip irrigation
should be tried upto exient possibie, No fresh water will be used For rrigation purpose.

1. Mobile toilets, safe dnnking water facility, sunitation facility amd eco friendly fuels ete. Shall he
made gvailable to the temperary residents/workers at the project site including the proper treatment
and the disposal of the wastes,

This environmental clesrance 35 subject to ownership of the site by the project proponents in
confirmation with approved Master Plan for Ghaziabad by the competent Authority, In case of vielation, it
would nil be eftective and would automatically stand cancelled.

The project proponent will have fte submil approved plans and proposals incorporating the
conditions specified in the Environmental Clearance within 03 months of issee of the ¢learance, The
SEIAAMoEF reserves the right to revoke the environmental clearance, if' conditions stipulated are not
impiemented to the satisfaction of SE[A A/MoEF. SELAA may imposs additional environmental conditions
or modify the existing ones, if necessary. Necessary statutory clearances should be obtained,

You are also directed to ensure that the proposed site is nol a part of any no-develapment zone as
required/prescribedfidentified under law. In case of violation, this permisgion shall automatically desm to
be cancelled, Alse, in the event of any dispute on ownership or Tand use of the proposed site, this clearance
shall automatically deem to be cancelled.

These stipulations would be enforced among others under the provisions of Water {Prevention and
Control of Pollution) Act, 1974, the Air (Prevention and Coatrol of Pollution) Act, 1981, the Environment
(Protection) Act, 1986, the Public Liability (Insurance) Act, 1991 and EIA Notification, 2006 including the

amendments and rules made thereafisr,




This 5 to request you to take further necessary action in the matter 45 per provision of Gazette
Notification Mo, 5.0. 1533E) dated 14.9.2006 {as amended) and send regular compliance reports 1o the
authority as prescribed in the aforesaid notificarion.

Hof. Nouw..... e AP REVAS EAC/ZIT. I - bove
Copy for Information and necessary action to;
I, The Principal Secretary, Environment, U.P. Govil,, Lucknow,
2. Advisor, 14 Division, Ministry of Envirenment, Forestz & Climate Change, Govt. of India,
Indira Paryavaran Bhawan, Jor Bagh Road, Aliganj, New Delhi.
3. Chief Conservator, Ministry of Environment & Forests, Regional Office (Central Region),
Kendriya Bhawan, 5" Floor, Sector-H, Aliganj, Lucknow.
4, Chief Conservator of Forest, Govt, of U,
5. The Member Secretary, U.P. Pollution Control Board, TC-12V, Paryavaran Bhawan, Vibhut
Khand, Gomii Magar, Lucknow.
6. DMstrict Magistrare, Ghaziabad, U.P,
7. R.O.UPPCH, Ghaziabad, UP.
8. Copy for Web Master/Guard file.

/

(5. C. Yadav)
Member Secretary, SEIAA, U.P.
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Fly ash should be used as building material in the construction as per the provision of fly ash
nelification of September, 1949 and amended as on August, 2003 {The above condition is
applicable only if the project lies within 100 km of Thermal Power Station).

The DG sets w be used during construction phase should use low sulphur diesel type and should
conform to E.P. rules prescribed for air and noise amission standards.

Aldternate technologies o Chlorination (for disinfection of wasts watery including methods fike
Ultra Viclet radiation, Cizonation etc. shall be examined and a report submitted with justification
for selected technology.

The green belt design along the periphery of the plot shall achieve atteneation factor conforming to
the day and night noise standards prescribed for residential land use. The open spaces inside the
plot should be suitably landscaped and covered with vegetation of indigenous variety.

The constrection of the building and the consequent increased traffic losd should be such that the
micre climate of the area is not adversely affected,

The building should be designed so as 1o take sufficlent safeguards regarding scismic zane
sensilivity,

High rise buildings should obtain clearance from avistion department or concerned suthority.
Suitable measures shall Be faken (o restrain the development of small commercial activities or
slums in the vicinity of the complex. All commercial activities should be restricted to special areas
earmarked for the purpose,

[t 5 suggested that literacy program for weaker sections of societviwomenfadults {including
domestic help) and under privileged children could be provided in a formal way.

The use of Compact Fluoresceni lamps should be encouraged. A management plan for the safe
disposal of used/damaged CFLs should be submitted.

It shall be ensured that all Street and park lighting is solar powered, 50% of the same may be
provided with dual (solar‘electrical ) altematives,

Solar water heater shall be installed to the maximum possible eapacity. Plans may be drawn up
aceordingly ad submitted with justification,

Treated efflucnts shall be maximally reused 1o aim for zero discharge Where ever not possible, a
detailed management plan for disposal should be provided with quantities and quality of waste
water,

The weated effluentz should normally not be discharged into public sewers with terminal freatment
facilities as they adversely affect the hydraulic capacity of STP. If unable, necessary permission
from authorities should be taken.

Construction activities including movements of wehicles should be so managed so that no
disturbance is caused to nearby residents.

All necessary  stattory clearances should be obtained and submined before start of any
construction activity and if this condition is viclated the clearance, if and when given, shafl ke
automatically deemed to have been cancelled.

Parking arcas should be in accordance with the norms of MOEF, Government of India. Plans may
be drawn up accordingly and submined,

The location of the STP should be such that it i= away from human habilitation and doees not cause
problem of odor. Odorless technology options should be examined and a report submitted.

The Environment Management plan should also include the break up costs on varions activities and
the management issues also so that the residents also participate in the implementation of the
environment management plan.

Detalled plans for safe disposal of STP sledge shall be provided along with ultimate disposal
Iocation, guantiative estimates and measores proposed.

Status of the project as on dete shall be submitted along with photographs from North, South, West
and East side facing camera and adjoining arsas should be provided,

Specific location along with dimensions with reference to 8TP, Parking, Open areas and Green belt
eic. should be provided on the lavout plan.

The DG sets shall be so installed so as to conform to prescribed stack heights and regulations and
afso to the noise standards as prescribed. Details shn-uh:l be sulbsmitted.

E-Waste Management should be done as. per Ko i

Electrical waste should be segregated ang’ gisps i, as |'||:ﬂ o impose Environmental Risk,
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62, The use of suitebly processed plastic waste in the construction of roads should be considersd,

63. Displaced persons shall be suitably rehabiliteted as per preseribed noms.

64, Dispensary for first aid shall be provided.

635. Safe disposal arrangement of used toiletries items in Hotels should be ensured. Toiletries jiems
could be given complementary to guests, adopting suitable measures.

&b, Diesel generating set stacks should be monitered for CO and HC,

67, Ground Water downstream of Rain Water Harvesting pit nearest to STP should be monitored for
bacterial contamination. Mecessary Hand Pumps should be provided for sampling. The monitoring
is to be done both in pre and post mensoon, seasons,

68. The green belt shall consist of 50% trees, 25% shrubs and 25% grass as per MoEF norms.

69, A Separate electric meter shall be provided to monitor consumption of energy for the operation of
sewaze/elfluent treatment in tanks,

T0. An h:n:sg}' audit should be annually carried oul during the operational phase and submitted 1o the
authority,

1. Project proponents shall endeavor to obtain 1S0: 14001 certification. All general and spacific
conditions mentioned under this environmental clearance should be included in the environmental
manual 1o be prepared for the certification purposes and compliance.

72, Appropriate safety measures should be made for accidemtal fire,

T3, amoke meters should be installed as warning measures for accidental fires.

T4. Plan for safe disposal of R.0O. reject is to be submitted.

5 ific iCimms:

Struciural stability certificate should be submitted within 15 days.

Provision of setback on ell sides shouid be made as per Development Authority hye-laws,

Copy of all NMOCs as obtained from different Department should be submitted.

Mecessary planning for any anticipated expansion should be incorporated in present design in view of
structural stability,

An underground water body shall be planned within the premises for storage of rain water.

Municipal solid waste shall be disposed/managed as per Municipal Solid Waste (Management and
Handling) Rules, 2000 {as amended). Disposal & Solid waste through municipal corparate is to be
submitted & NOC from Ghazibed development Authority as to allow at the disposal site,

1.5 m peripheral green shall be provided around the project inside the project boundary.

10% area of the wial plot area shall be compulsorily made available for the green belt development
including the peripheral green belt,

Project falling with in |0 Km. arca of Wild Life Sanctuary as per the guidelines is to obtain a
¢learance from National Board Wild Life (NBWL) even i the eco- sensitive zone is not earmarked.
Criteria! norms provided by competent Authority regarding the seismic zone be followed for
construction work, Provision of alarm system, to timely notify the residents, in case of oceurrence of
earthquake/other natural disasters/fire should be provided, A well defined evacuation plan should
alse be prepared and regular mock drills should be arranged for the residents. Rise of stairs should be
constructed in & way, 5o that it should provide smooth movement

For the treatment for total sewage, a full-Aedged STP is 1o be provided with 20% maore capacity than
waste water generated during operation phase. 100% waste water is to be treated in captive STP
conforming to prescribed standards of receiving body for designated wse, Monitaring of STP 1o be
done daily till itz stabilization,

Dual plumbing should be adopted. Recyeling of water as proposed shall ba undertaken with regular
testing and monitoring of treated water.

Dedicated power supply for STPs is to be ensured during operation. Sludge of 8TF is to be used in-
house as manure and surplus manure should be managad by giving it to end users. STP shall be
suitably located nearest to back side boundery with shorlest out |at. Operation and the maintenance
cost of the TP shall also be informred along with the compliance of the E-waste and municipal solid
waste disposal.

Total cost of the project is Rs. 324.58 Cr. Corporate Social Responsibility (CSRY plan along with
budgetary provision amounting to Rs. 6.5 Cr, 5hgt.l-i:5?5aparqﬂ‘and approved by Board of Directors
of the company. A copy of resolution as ghGed™s Lo e submitted to the authority. A Tist of
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