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ROAD GULLY CHAMBER

S.F.R.C. GRATING

PLAN

SECTION  G-G

G

GROUND LEVEL

MANHOLES 900 X 800 mm For Plots .

PIPE AS PER SITE

E

CEMENT CONC.1:4:8

610 X 455mm S.F.R.C.
LIGHT DUTY MH COVER

(AS PER SPECIFICATION)

200 mm thick

R.C.C. SLAB 1:2:4
100mm thick 

NEAT CEMENT

12mm th. CEMENT

FLOATING CAOT OF
PLASTER 1:3 WITH

C.CONC.BENCHING 1:2:4

90
0

15
10

PLAN

23
0

E

SECTION E-E

CEMENT CONCRETE 1: 2: 4

610x455 S.F.R.C  COVER WITH FRAME
(LIGHT DUTY)

(AS PER SPECIFICATION)

(AS PER SPECIFICATION)

INFLUENT

SLUDGE

.60 MIN.

SLUDGE

HOPPER

0.75 FLIGHTS SPACED

APPROXIMATTELY

3.00 CENTERS

 PIVOTING FLIGHT

RECESS FOR

DRIVE CHAIN

FLOW

WATER LEVEL

DRIVE SPROCKETS

WITH SHEAR PIN HUBS

AND CLUTCHES

EFFLUENT

ADJUSTABLE

WEIRS

TRAVEL

TAKE UP

 STP TANK DETAIL

 SCALE-N.T.S.
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