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Structure  Earthquake Resistant RCC frame structure with brick/blockwork infill walls 

Floors   

Shops  Indian Patent Stone (IPS) / Cement finish flooring (12mmbelow the finished
corridor finish) 

Corridor / 
Passages/staircases 

Polished  stone  flooring  (combination  of  Kota  (80%),  Jaisalmer  (10%), 
Cudappa (10%)* 

Toilets  Anti‐skid ceramic tiles. 
Walls   

Shops  Plastered with white wash 

Corridor / Passages  Plastered with oil bound distemper 

Toilets  Ceramic tiles – Ht. upto 3’‐6”. 

Doors / Windows   

Front Facade  Opening as per size available with installation of steel rolling 
External Windows (if 
applicable) 

Shutters Powder  coated  aluminum  glazing with  single  glass & openableas
per design  

Air‐ conditioning  The provision for allottee to install split A/C units on their own 
Corridor/ staircase 
Railings  In M.S. – combination in sq. pipe/ flat 

Handicapped enabled 
building  Buildings to be disabled friendly by giving ramps (only for G.Fl approach).  

Screening  R.C.C jalli with brick wall  

External Finish  Paint combination same as for adjacent towers 

External  Roads and parking: Paver blocks with curb stone 

Development  Built‐in seating/ planter: Baroda green for Coping/ seating area 

Signage  Space and Control as per design** 
Utilities and Facilities 

Main Electric Supply 
a. Distribution board (DB) & blank conduit from DB to ceiling 

b. Dual energy meter 

Services 
Maintenance for common area on chargeable basis 

Provision of Water Point with waste water disposal in each shop 
Provision of FTTH Point for communication/internet/TV. 

Water Supply  Water supply through underground supply lines / overhead tanks 

Sewage Water  Soiled water drainage into main sewer outside property 

Storm Drainage  Storm water drainage system  
*Percentages as mentioned are indicative 
**To be approved by Company 
 

 


