
SPECIFICATIONS 

 
LIVING/DINING/PASSAGE/LOBBY 

FLOOR    : Large size 600x600 Double Charged Vitrified Tiles. 

WALSS    : Acrylic emulsion paint/OBD. 

CEILING   : Acrylic Emulsion paint/OBD. 

 

BEDROOMS 

FLOORING BEDROOMS : Large size 600x600 Double Charged Vitrified Tiles. 

WALLS   : Acrylic emulsion paint/OBD. 

CEILING   : Acrylic Emulsion paint/OBD. 

 

KITCHEN 

WALLS   : Tiles up to 20 above counter and Acrylic Emulsion paint/OBD in the balance area. 

FLOOR    : Double Charged Vitrified Tiles. 

CEILING   : Acrylic Emulsion paint/OBD. 

COUNTER   : Granite Working Top or equivalent.  

FITTINGS/FIXTURES  : CP fittings with CPVC pipes and Single bowl SS Sink. 

 

BALCONY 
FLOOR    : Anti-Skid Tiles. 

CEILING   : Exterior Paint. 

RAILINGS   : Glass with MS Frame Railings. 

 

TOILETS 
WALLS   : Combination of Tiles up to door level and Acrylic Emulsion paint/OBD in the 

Balance area. 

FLOOR    : Anti-skid Ceramic Tiles.  

CEILING   : Acrylic Emulsion paint/OBD. 

SANITARY WARE/CP  : CP fittings, Wash Basin, WC Floor Mounted. 

FITTINGS   : Faucet/Jet. 

PLUMBING   : CPVC piping for hot and cold water supply inside the toilets. 

 

STRUCTURE 

Earthquake Resistant RCC Framed Structure Designed by Qualified Structural Engineers. 

 

DOORS 

DOORS    : 30 mm thick Laminated Flush Doors with painted Stone Frame. 

 

EXTERNAL GLAZING’S 

WINDOWS/EXTERNAL : Energy Efficient, glass units with plain glass glazing UPVC Window 

EXTERNAL ELEVATION : Texture paint of Asian paints/Berger/Nerolac or equivalent. 

ELECTRICAL FIXTURES : Modular switches with copper wiring. 

 

STAIRCASES 

FLOOR    : Granite/Marble/Tile with combination of MS railings. 

WALLS   : Acrylic Emulsion paint/OBD. 


