HIMALAYA DEVELOPERS PVTLTD

SPECIFICATION FOR HIMALAYA GALAXY

Structure RCC Framed

Walls RCC walls

Door Frame 8'-0” height wooden

External door & Window UPVC/Aluminum Powder
coated sliding Doors.

Main Door Teak wood Veneered/

Laminated Finished door with
brass fittings.

Flooring Overall (600 mm x 1200 mm)
vitrified/ wooden flooring in
master bed room

Toilet Designer Glazed tiles 7’-0”
Height on wall mounted
W.C., Anti-skid floor tiles.
Kitchen

Granite Platform with
Double Bowl steel sink in
4BHK only and IN Three
Bedroom single Bowl sink,
Glazed tile in Dado up to 2’-

0” from platform.
Internal Door Shutter factory finished laminated

door shutter,



/

Shuttering
Lift
Water Supply

Aluminium
Mitsubishi/Schindler/OTlS
Concealed water lines with

standard quality fittings C.P
& Chinaware.
Electrical Concealed copper wiring
with standard quality
fittings, Boards & Switches.
External wall finished with
whether proof paint,
Internal wall with acrylic
emulsion (Plastic Paint),
steel work finished with
enamel paint.
Gated boundary wall
Complex.
Designer Light Fixtures in
Porch, Entrance Gate and
Common Areas.
Exclusive Guard at Main
Entrance Lobby.

5.S. with Toughened glass

Painting

Boundary

Others

Security

Balcony Railing



